
Technical Specifications

●Equipment incIusionsforReaI一 TimePCRas fo=ows: �1.StarterkitsforreaI-timePCR � 

2"　Deiiverywithin90days 

3.2-yearSWarrantyOna=partsandservices 4.AnnuaIpreventivemainte=anCeforthedurationofwarrantyperiod 5.Shipping′a旧nst訓ationmateriaIs′andinsta一一ationproperbyinsta=ation 

engIneer 

6"　2TrainingsessionsbyfieIdappIicationsspeciaIist,1session(basics) 

Within2weeksafterinst訓ationofequipmentandlsession(advance) 

2-3monthsafterthefirsttraining.Trainingshou-dinc-udeequipment 

OPeration′maintenance′trOubieshootinganduseofsc席waresfordata 

anaIysis.TrainingshouIdbegoodforlO-15pax. 7・T「ainingce巾ficates 

8.EquipmentmanualandcaIibrationce面ficates 

●GradlentThermaI CycIerwith accessories(2 units) Specifications: �1・Manua=nputofindividualTmforGradientPCR �よ 

2.96we=,0.2mしbIockformat 

3.MaxRamprateofatieast30C/sec 4.Temperaturerangeof40C-105OC 

5.Temperatureaccuracybetween±0.1oCto±0.5OC 6.Temperatureuniformityof<0.5Oc 

7.instrumentmemoryof250to500uniqueprogrammesforstorage 8.Displayinterfece5-8inchwithtouchscreen 9.Powerrequirements‥220-240V,50-6OHz 10.Powerconsumption:<1000Watts 

●Equipment accessoriesfor GradientThermaI Cycierasfo=ows: �1.2setsofmeta=ceblocksforreagentandsamplecooiant 

2.2unitsIaptop′Shouldhaveanoperatingsystem′PrOCeSSOrandRAMcapacity 

reCOmmendedfortheequipmentuse(PrOtOCOIdesign,eXeCutionandrun 

monitoring) 

3.2-unit2KVAUPS 

4.2-unitAVR 

●Equipment incIusionsfor GradientThermal Cyclerasfo=ows: �1.Starterkitsandreagents 

喜臆臆臆喜百百百百百iii王百百百∃= �2.DeIiverywithin90days 


